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Coast Guard, DOT § 164.41

Regulations 29.14 and 29.15, of SOLAS
74.

[CGD 83–043, 60 FR 24771, May 10, 1995]

§ 164.40 Devices to indicate speed and
distance.

(a) Each vessel required to be fitted
with an Automatic Radar Plotting Aid
(ARPA) under § 164.38 must be fitted
with a device to indicate speed and dis-
tance of the vessel either through the
water, or over the ground. Vessels con-
structed prior to September 1, 1984,
must have this equipment according to
the following schedule:

(1) Each tank vessel constructed be-
fore September 1, 1984, operating on the
navigable waters of the United States—

(i) If of 40,000 gross tons or more, by
January 1, 1985;

(ii) If of 10,000 gross tons or more but
less than 40,000 gross tons, by January
1, 1986.

(2) Each self-propelled vessel con-
structed before September 1, 1984, that
is not a tank vessel, operating on the
navigable waters of the United States—

(i) If of 40,000 gross tons or more, by
September 1, 1986;

(ii) If of 20,000 gross tons or more, but
less than 40,000 gross tons, by Septem-
ber 1, 1987;

(iii) If of 15,000 gross tons or more,
but less than 20,000 gross tons, by Sep-
tember 1, 1988.

(b) The device must meet the follow-
ing specifications:

(1) The display must be easily read-
able on the bridge by day or night.

(2) Errors in the indicated speed,
when the vessel is operating free from
shallow water effect, and from the ef-
fects of wind, current, and tide, should
not exceed 5 percent of the speed of the
vessel, or 0.5 knot, whichever is great-
er.

(3) Errors in the indicated distance
run, when the vessel is operating free
from shallow water effect, and from the
effects of wind, current, and tide,
should not exceed 5 percent of the dis-
tance run of the vessel in one hour or
0.5 nautical mile in each hour, which-
ever is greater.

[CGD 83–004, 49 FR 43467, Oct. 29, 1984]

§ 164.41 Electronic position fixing de-
vices.

(a) Each vessel calling at a port in
the continental United States, includ-
ing Alaska south of Cape Prince of
Wales, except each vessel owned or
bareboat chartered and operated by the
United States, or by a state or its po-
litical subdivision, or by a foreign na-
tion, and not engaged in commerce,
must have one of the following:

(1) A Type I or II LORAN C receiver
as defined in Section 1.2(e), meeting
Part 2 (Minimum Performance Stand-
ards) of the Radio Technical Commis-
sion for Marine Services (RTCM) Paper
12–78/DO–100 dated December 20, 1977,
entitled ‘‘Minimum Performance
Standards (MPS) Marine Loran–C Re-
ceiving Equipment’’. Each receiver in-
stalled on or after June 1, 1982, must
have a label with the information re-
quired under paragraph (b) of this sec-
tion. If the receiver is installed before
June 1, 1982, the receiver must have the
label with the information required
under paragraph (b) by June 1, 1985.

(2) A satellite navigation receiver
with:

(i) Automatic acquisition of satellite
signals after initial operator settings
have been entered; and

(ii) Position updates derived from
satellite information during each usa-
ble satellite pass.

(3) A system that is found by the
Commandant to meet the intent of the
statements of availability, coverage,
and accuracy for the U.S. Coastal Con-
fluence Zone (CCZ) contained in the
U.S. ‘‘Federal Radionavigation Plan’’
(Report No. DOD–NO 4650.4–P, I or No.
DOT–TSC–RSPA–80–16, I). A person de-
siring a finding by the Commandant
under this subparagraph must submit a
written application describing the de-
vice to the Assistant Commandant for
Operations, 2100 Second Street SW.,
Washington, DC 20593–0001. After re-
viewing the application, the Com-
mandant may request additional infor-
mation to establish whether or not the
device meets the intent of the Federal
Radionavigation Plan.

NOTE: The Federal Radionavigation Plan is
available from the National Technical Infor-
mation Service, Springfield, Va. 22161, with
the following Government Accession Num-
bers:
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